














Professional Pumping Systems

DUKSHIN Dukshin Corp., Ltd.

Professional Pumping Systems

A\ OUTDOOR PUMP

D EW' 2 2 03 Outdoor Water Pump

Features & Applications
+ Mechanism : Battery operated submersible motor
- Applicable liquids : Non-potable water
- Membrane switch is rainproof and easy to operate
+ Nozzle head turns 360° for various applications
- Clip Holder : Rotates for various storage positions
- Slim tank can be stored easily and can be used as separate water
storage tank without pump
- Soft and flexible hose is easy to use and long hose enables wide range watering

= = T
- Watering, outdoor washing ‘ /\j
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| |
Specifications
Delivery Main Suction Suction end Discharge Net
volume material Power Total length tube length outer diameter hose length weight/pc
ApProx. PP, PE, DC 3V ApProx,
5LPM Adetal (4% AA battery)  482mm 400mm 32mm 750mm 1,3109

D EW' 2 2 03 R B Outdoor Water Pump

Features & Applications

- Mechanism : Battery operated submersible motor

- Applicable liquids : Non-potable water

- Membrane switch is rainproof and easy to operate

- Nozzle head turns 360° for various applications

- Clip Holder : Rotates for various storage positions

- Slim tank can be stored easily and can be used as separate water
storage tank without pump

- Soft and flexible hose is easy to use and long hose enables wide range watering - ]
- Watering, outdoor washing < _/-.i

Specifications
Delivery Main Suction Suction end Discharge Net
volume material Power Total length tube length outer di hose length weight/pc
ApProx. PP, PE, DC 3.7V
7LPM PC, Acetal (Li-ion battery) 509mm 400mm 32mm 2,150mm 1,780g
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A\ OUTDOOR PUMP o |

LP-2401 rowered Portable Tank . ," e N\ \ ‘

Features & Applications

- Protect the pump from damage and mess y

- Prevention of hose kinking with stainless steel spring application / v. 7 / : e

- Safer and more convenient with trigger nozzle control the flow
at the discharge end without spilling

- Spout cover eliminates fuel dripping from the spout

- Safe and convenient way to stow the nozzle after use \ : 3

- Fuel tank can be conveniently refueled without removing the ] i ' |
pump from the tank : ; ]

- Easy handling and storage with strong and practical design | : | |

- Outdoor recreation N o ; ‘

- Compatible liquids: Gasoline, diesel, kerosene, non-potable water

Specifications

Delivery volume Power Discharge hose length Tank capacity

Approx. 7LPM DC 3V (4 x AA battery) Approx.650mm Approx, 16L

D P' 5 5 G Rain Barrel Pump ; : /

Features & Applications DS_D 1 o

- Membrane switch : Rain proof membrane switch protects against dust 0 .
and easy to use \ : S o
- Storage hole : Convenient for usage and storage ' ) N DS 3
- LED lamp : LED is on while pump is running ! B\SC'U 1
- DC motor : Powerful motor discharges liquid at high flow speed N
- Filter-equipped intake end protects the pumping system from damage | § N Dst_ 03
due to alien matters N

+ Connect any 5/8" garden nozzIe o hose extension l | 3 \&UTTRESS T
TRISURE ADAPTER

- J MAUSER ADAPTER
Specifications ‘ \ | ’ g

Input voltage Delivery volume Pump body length | Pump body outer diameter| Hose

100-240VAC ~ Approx. 3.3LPM 193mm DN-1403

50/60Hz (0.87GPM) at 1m head
DN-1504
DN-1706.
DMH
RB-2500
RB-2109
VALVE & COUPLER
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A\ ACCESSORIES

DS'O 1 Plastic Pipette DS'03 LED Lamp

Features & Specifications

- Convenient to remove waste
liquid in bottom of container

- Total length : 265mm

- Main material : PE

- Suction capacity : 50cc

- Net weight/pc : 13.5g

Features & Specifications

- Convenient to use in dark places

- Applicable model : DP-03-1,
DP-08EA, DP-101A

- Main materials : PP, ABS

DSC'D 1 Storage Case for Hand Pump (Big Type)

Features & Specifications
- Storage case for pump
- Main material : PE, PP

- Net weight/pc : 130g
[OptionallparisClip] [Optional[parts:Clip]

H-§ K-9

Buttress Adapter Trisure Adapter Mauser Adapter

Features & Specifications
- Storage case for pump
- Main material : PE, PP
- Net weight/pc : 649

2” NPS to Buttress 2" NPS 2" NPS to Trisure 2"NPS 2" NPS to Mauser 2"NPS
z ! ; ! 1 X
0 i ) i 0 i
) r 1 o ! S 1
3 — 3 ‘ H 3 N
0| — 0| 0|
N & &
956 247 | 956
957.5 951.5 962
963 955 968.5
73 73 73
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Professional Pumping Systems

A\ ACCESSORIES

FIOW Meter sor water-based Fluid

Flow Meter «oi

Features & Specifications

- Flow rates : 5 ~ 120LPM

- Accuracy : 1%

- Operating pressure(Max.) : 10bar
- Operating temp. : +5°C~40°C

- Net weight/pc : 214g

- Inlet connection : 17

- BSP male thread

D N - 1 4 03 Trigger Nozzle

Features & Specifications

- Flow rates : 1 ~ 35LPM

- Accuracy : + 0.5%

- Operating pressure(Max.) : 50bar
- Operating temp. : +5°C~40°C

- Net weight/pc : 4009

- Inlet connection : 1/2”

- BSP female thread

DIGITAL METER

D N - 1 5 04 Trigger Nozzle

Features & Specifications

- Two types of spout
- Plastic spout : 24.7mm
- Stainless steel spout :18mm

- Applicable hose inner diameter
:19mm

D N - 1 7 0 5 Trigger Nozzle

Features & Specifications

- Nozzle lever designed to operate
in two different ways according
to the application

- Flow adjustable

- Applicable hose inner diameter
1 16mm

- Discharge spout outer diameter
115.9mm

Lower lever position for refueling

D M H Multi-purpose Hose

Features & Specifications

- Nozzle lever designed to operate
in two different ways according
to the application

+ Applicable hose inner diameter
1 16mm

- Discharge spout outer diameter
:15.9mm

R B' 2 9 0 0 Rechargeable Li-ion Battery

Features & Specifications

- Inner diameter: 19mm(3/4”),
15.9mm(5/87), 12.7mm(1/2)

- Guaranteed oil, chemical,
and cold weather resistance with
high flexibility

- Four-layer construction ensures
excellent durability and allows
various applications

- ISO 22241-2 certified for DEF
compatibility

- Applicable model :
DEP-1403 series, DEP-1702 series,
DLP-2105N, DEP-1908N, DEP-1603-12V

RB'2 1 09 Rechargeable Li-ion Battery

Features & Specifications

- Capacity: 14,4V == 3.3Ah (47.52Wh)

- Recharge with designated charger
- Charging time: About 3 hours
- Battery level indication with LED
- Automatically idle after 30 minutes
- Applicable model :

DEP-1403RB, DEP-1702RB

Features & Specifications

- Capacity : 3.6V == 2.5Ah (QWh)

- Recharge with USB-C cable

- Charging time: About 3 hours

- Battery level indication with LED

- Automatically idle after 30 minutes
- Applicable model : DEW-1904RB
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A\ ACCESSORIES

Fill Coupler Dispense Coupler
Features & Specifications Features & Specifications
- Design improvements allow for - Design improvements allow for

flow rates up to 40 gpm flow rates up to 23.5 gom

- Heavy-duty handle with an
audible click locking feature

- 4 Cam locking mechanism

- Integrated %” x 90 degree
swivel barb connection

- Significant cost savings when
compared to commonly used
stainless steel fill heads

- 4 Cam locking mechanism

- BSPP swivel outlet can
accommodate adapters from %’ to 2”

Valve (55 gallon) Valve (275 gallon) Valve (330 gallon)
; Sy : ] = — g
Features & Specifications Features & Specifications Features & Specifications
- Length : Approx. 876mm - Length : Approx. 1035mm - Length : Approx. 1215mm
- 4 Cam locking mechanism - 4 Cam locking mechanism - 4 Cam locking mechanism
- Secure and tamper evident ready - Secure and tamper evident ready - Secure and tamper evident ready
- Simple as Click. Pump. Go. - Simple as Click. Pump. Go. - Simple as Click. Pump. Go.
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110, Seunggicheon-ro Namdong-gu, Incheon, Korea
Tel : 82,32.812.6257 Fax : 82, 32,232.3131
E-mail : info@dukshin.com

www,dukshin,com

Website

YouTube




